
PREVENT KINKING

CLEARANCE TO

CENTER BOTH WAYS

IN PAD.

4" DRAIN LINE FOR 
SEWER PIPE RISER.

CONTINUOUS FLOW.

1" OR LARGER WATER LINE.

12" CULVERT OR

4" DRAIN HOLE

12" RISER HOLE,

OF WATER LINE. 

4" DRAIN HOLE

FOR WATER LINE 

NOTCH RISER PIPE
FILL AREA UNDER RISER WITH 

 24" OF GRAVEL TO ALLOW 

ANY WATER THAT MAKES IT'S 

WAY INTO RISER TO SAFELY 

DRAIN AWAY.

D800 = 73"

C550 = 35"

C450 = 23-1/4"

PAD DIMENSIONS:

D800 = 73"

C550 = 35"

C450 = 23-1/4"

C350 = 11"

C350 = 8' X 8'

C250 = 9"

C150 = 5-1/4"

TO DRAIN HOLE:

CS75 = 55-1/4"

C550 = 8' X 8'

D800 = 8' X 18'

CENTER OF PAD

CS75 = 55-1/4"

CENTER OF PAD

TO DRAIN HOLE:

C150 = 5-1/4"

C250 = 9"

C350 = 11"

4.00

PAD

THICKNESS


